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The reverse osmosis system incorporates technology that reduces the total dissolved 
solids (TDS) concentration by approximately 95%, depending on the feed water qua-
lity. To maximize water production through its membranes, it is equipped with a 
self-contained pressurization unit operating at a pressure of 6.2 to 8.3 bar (90 to 120 
psi). Monitoring and control systems allow for adjustment of the operating pressure. 
A solenoid valve at the inlet controls the water supply, closing when the target 
production setpoint is reached or in case of a malfunction. A safety pressure switch 
protects the pump against cavitation caused by a pressure drop. System start-up 
and shutdown are controlled by a high-level detector, a pressure switch, or an exter-
nal contact. The unit signals operating statuses and faults with an audible alarm and 
indicator lights.

The unit features a quiet 0.75 HP stainless steel multistage centrifugal pump.

The system uses an XLE reverse osmosis membrane inside a housing. Each 
membrane and housing is rated and tested to withstand an operating pressure of 
300 psi (20.6 bar). The housing is mounted in a vertical configuration.

The system incorporates a wastewater recovery device and includes internal adjust-
ment of the recirculated flow rate. A valve is used to control the wastewater flow rate. 
During the shutdown phase, the membrane feed side is drained with a minimum of 
5 volumes of treated water. Each time the reverse osmosis unit is completely shut 
down, the PureRince rinsing cycle is automatically activated.
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The system is assembled on a corrosion-resistant stainless steel frame. The 
unit's weight will not exceed 160 lbs in operation.
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